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Summary of Categorical Pretreatment Standards 
 

Category 40 
CFR 

 

Subparts Type of 
Standard Overview of Pretreatment Standards 

Aluminum 
Forming 467 A-F PSES 

PSNS 

Limits are production-based, daily maximums and 
monthly averages.  Subpart C prohibits discharges from 
certain operations. 

Battery 
Manufacturing 461 A-G PSES 

PSNS 

Limits are production-based, daily maximums and 
monthly averages.  No discharge is allowed from any 
process not specifically identified in the regulations. 

Builders' Paper and 
Board Mills 431 A PSES 

PSNS 

Limits are production-based daily maximums.  These 
facilities may certify they do not use certain compounds 
in lieu of performing monitoring to demonstrate 
compliance. 

Centralized Waste 
Treatment 437 A-D PSES 

PSNS 
Limits are concentration-based, daily maximums and 
monthly averages. 

Carbon Black 
Manufacturing 458 A-D PSNS Limits are for Oil & Grease only (no limit duration 

specified). 

Coil Coating 465 A-D PSES 
PSNS 

Limits are production-based, daily maximums and 
monthly averages.  

Commercial 
Hazardous Waste 
Combustors 

444 A PSES 
PSNS 

Limits are concentration-based, daily maximums and 
monthly averages. 

Copper Forming 468 A PSES 
PSNS 

Limits are production-based, daily maximums and 
monthly averages. 

Electrical and 
Electronic 
Components 

469 A-D PSES 
PSNS 

Limits are concentration-based, daily maximums and 30 
day averages or monthly averages (varies per subpart 
and pollutant parameter).  Certification is allowed in lieu 
of monitoring for certain pollutants when a management 
plan is approved and implemented. 

Electroplating 413 A-B, D-
H PSES 

Limits are concentration-based (or alternative mass-
based equivalents), daily maximums and four 
consecutive monitoring days averages.  Two sets of 
limits exist, depending on if facility discharges more or 
less than 10,000 gallons per day of process wastewater.  
Certification is allowed in lieu of monitoring for certain 
pollutants when a management plan is approved and 
implemented. 

Feedlots 412 B PSNS 
Discharge of process wastewater is prohibited, except 
when there is an overflow resulting from a chronic or 
catastrophic rainfall event. 

Fertilizer 
Manufacturing 418 A-G PSNS 

Limits may specify zero discharge of wastewater 
pollutants (Subpart A), production-based daily 
maximums and 30-day averages (Subparts B-E) or 
concentration-based (Subparts F-G) with no limit 
duration specified. 

Glass 
Manufacturing 426 H, K-M PSNS Limits are either concentration- or production-based, 

daily maximums and monthly averages. 
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Grain Mills 406 A PSNS 
Discharge of process wastewater is prohibited at a flow 
rate or mass loading rate that is excessive over any time 
period during the peak load at a POTW. 

Ink Formulating 447 A PSNS Regulations specify no discharge of process wastewater 
pollutants to the POTW. 

Inorganic 
Chemicals 
Manufacturing 

415 A-BO PSES 
PSNS 

Limits vary for each subpart with a majority of the limits 
concentration-based, daily maximums and 30-day 
averages, or may specify no discharge of wastewater 
pollutants.  Numerous subparts have no pretreatment 
standards. 

Iron and Steel 
Manufacturing 420 A-F, H-

J, L 
PSES 
PSNS 

Limits are production-based, daily maximums and 30 
day averages. 

Leather Tanning 
and Finishing 425 A-I PSES 

PSNS 

Limits are concentration-based, daily maximums and 
monthly averages.  In certain instances, production 
volume dictates applicable pretreatment standards. 

Metal Finishing 433 A PSES 
PSNS 

Limits are concentration-based, daily maximums and 
monthly averages.  Certification is allowed for certain 
pollutants where a management plan is approved and 
implemented. 

Metal Molding and 
Casting 464 A-D PSES 

PSNS 

Limits are primarily production-based, daily maximums 
and monthly averages. Discharges from certain 
processes are prohibited (Subparts A-C). 

Nonferrous Metals 
Forming and Metal 
Powders 

471 A-J PSES 
PSNS 

Limits are production-based, daily maximums and 
monthly averages.  In some instances, the regulations 
prohibit the discharge of wastewater pollutants. 

Nonferrous Metals 
Manufacturing 421 B-AE PSES 

PSNS 

Limits are production-based, daily maximums and 
monthly averages.  The majority of the Subparts have 
both existing and new source limits, with others having 
solely new source requirements. 

Organic Chemicals, 
Plastics, and 
Synthetic Fibers 

414 B-H, K PSES 
PSNS 

Limits are mass-based (concentration-based standards 
multiplied by process flow), daily maximums and 
monthly averages.  Standards for metals and cyanide 
apply only to metal- or cyanide-bearing wastestreams. 

Paint Formulating 446 A PSNS Regulations specify no discharge of process wastewater 
pollutants to the POTW. 

Paving and Roofing 
Materials  (Tars 
and Asphalt) 

443 A-D PSNS Limits are for Oil & Grease only (no limit duration 
specified). 

Pesticide 
Chemicals 455 A, C, E PSES 

PSNS 

Limits are mass-based (concentration-based standards 
multiplied by process flow), daily maximums and 
monthly averages.  Subpart C specifies no discharge of 
process wastewater pollutants but provides for pollution 
prevention alternatives.  Subpart E specifies no 
discharge of process wastewater pollutants. 

Petroleum Refining 419 A-E PSES 
PSNS 

Limits are concentration-based (or mass-based 
equivalent), daily maximums. 
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Pharmaceutical 
Manufacturing 439 A-D PSES 

PSNS 

Limits are concentration-based, daily maximums and 
monthly averages. These facilities may certify they do 
not use or generate cyanide in lieu of performing 
monitoring to demonstrate compliance. 

Porcelain 
Enameling 466 A-D PSES 

PSNS 

Limits are concentration-based (or alternative 
production-based), daily maximums and monthly 
averages.  Subpart B prohibits discharges certain 
operations. 

Pulp, Paper, and 
Paperboard 430 A-G, I-

L 
PSES 
PSNS 

Limits are production-based daily maximums and 
monthly averages.  These facilities may certify they do 
not use certain compounds in lieu of performing 
monitoring to demonstrate compliance.  Facilities 
subject to Subparts B and E must also implement Best 
Management Practices as identified. 

Rubber 
Manufacturing 428 E-K PSNS Limits are concentration- or production-based, daily 

maximums and monthly averages. 
Soap and Detergent 
Manufacturing 417 O-R PSNS Regulations specify no discharge of process wastewater 

pollutants to the POTW. 

Steam Electric 
Power Generating 423 N/A PSES 

PSNS 

Limits are either concentration-based, daily maximums, 
or “maximums for any time”, or compliance can be 
demonstrated through engineering calculations. 

Timber Products 
Processing 429 F-H PSES 

PSNS 

All PSNS (and PSES for Subpart F) prohibit the 
discharge of wastewater pollutants.  PSES for Subparts 
G and H are concentration-based, daily maximums (with 
production-based alternatives). 

Transportation 
Equipment 
Cleaning 

442 A-C PSES 
PSNS 

All PSNS and PSES limits are concentration-based daily 
maximums. An alternative to achieving PSNS and PSES 
is available with a “pollution prevention allowable 
discharge of wastewater pollutants”. 

 


	Subparts

